DATE: December 2, 2019

TO: Vendors

FROM: Linda M. Balcombe, CPPO, CPPB
   Director of Purchasing

SUBJECT: ADDENDUM NO. 1, BID NO. 20-968-112

NOTE: THIS ADDENDUM SHOULD BE SIGNED AS ACKNOWLEDGMENT OF ITS RECEIPT AND RETURNED WITH YOUR BID.

SIGNATURE

COMPANY NAME

The following should be recognized as Addendum No. 1 to the recent Bid No. 20-968-112 for Football Field Renovation dated November 22, 2019, and due December 19, 2019 @ 3:00 p.m.

PLEASE NOTE THE FOLLOWING ADDENDUM WITH THE ATTACHED DRAWINGS FOR THIS PROJECT.

********** END OF ADDENDUM **********

NOTE: Any questions pertaining to this addendum should be directed to:

Christine Roney  Phone (727) 588-6149
E-mail roneyc@pcsb.org
TARPON SPRINGS HIGH SCHOOL FIELD IMPROVEMENTS
CONSTRUCTION DRAWINGS
TARPON SPRINGS, FLORIDA
NOVEMBER 2019

SCHOOL FACILITY NO. 4521
SCHOOL PROJECT NO. 9342
SECTION 14, TOWNSHIP 27 SOUTH, RANGE 15 EAST

George F. Young, Inc.
299 DR. MARTIN LUTHER KING JR. ST. N.
ST. PETERSBURG, FLORIDA 33701
PHONE (727) 822-4317
FAX (727) 822-2919

PROJECT CONTACT LIST:
SCHOOL OWNER/DEVELOPER:
PINELLAS COUNTY SCHOOL BOARD
1500 GULF TOBACCO ROAD
ST. PETERSBURG, FLORIDA 33702
PHONE: (727) 537-0723

CIVIL ENGINEERING:
GEORGE F. YOUNG, INC.
299 DR. MARTIN LUTHER KING JR. ST. N.
ST. PETERSBURG, FLORIDA 33701
PHONE: (727) 822-4317
FAX: (727) 822-2919

SURVEYOR:
GEORGE F. YOUNG, INC.
299 DR. MARTIN LUTHER KING JR. ST. N.
ST. PETERSBURG, FLORIDA 33701
PHONE: (727) 822-4317
FAX: (727) 822-2919

CONTACT PERSON: ALLISON C. SHAW
EMAIL: ASHAW@georgefyoung.com
CONTACT PERSON: NIK CIRCELLO
EMAIL: circello@georgefyoung.com
CONTACT PERSON: NICHOLAS HRICIGA
EMAIL: HRICIGAN@PCSB.ORG

SHEET LIST TABLE

<table>
<thead>
<tr>
<th>Sheet Number</th>
<th>Sheet Title</th>
</tr>
</thead>
<tbody>
<tr>
<td>C-00</td>
<td>COVER</td>
</tr>
<tr>
<td>C-01</td>
<td>GENERAL NOTES</td>
</tr>
<tr>
<td>C-02</td>
<td>EXISTING CONDITIONS</td>
</tr>
<tr>
<td>C-03</td>
<td>DEMOLITION PLAN</td>
</tr>
<tr>
<td>C-04</td>
<td>PAVING, GRADING AND DRAINAGE</td>
</tr>
<tr>
<td>C-05</td>
<td>DETAILS</td>
</tr>
</tbody>
</table>

GFY PROJECT NO. 10Y14150SC

I HEREBY CERTIFY THAT TO THE BEST OF MY KNOWLEDGE AND BELIEF THE DESIGN OF THIS PROJECT, AS PREPARED UNDER MY PERSONAL DIRECTION AND CONTROL, COMPLIES WITH ALL APPLICABLE STANDARDS.

THESE PLANS ARE IN COMPLIANCE WITH THE "MANUAL OF UNIFORM MINIMUM STANDARDS FOR DESIGN, CONSTRUCTION AND MAINTENANCE FOR STREETS AND HIGHWAYS" AS ADOPTED BY THE FLORIDA DEPARTMENT OF TRANSPORTATION PURSUANT TO SUBSECTIONS 335.075(1) AND (4), FLORIDA STATUTES AND THE COUNTY LAND DEVELOPMENT REGULATIONS.

THESE PLANS ARE IN COMPLIANCE WITH THE AMERICANS WITH DISABILITIES ACT (A.D.A.) MANUAL, AT CURBS, GUTTERS, SIDEWALKS, INTERSECTIONS, ETC.

WATER MAINS AND HYDRANTS SHALL BE COMPLETED AND SERVICE PRIOR TO COMMENCING VERTICAL CONSTRUCTION ON ANY BUILDING OR BRINGING COMBUSTIBLE STOCK ON SITE.

TARPON SPRINGS, FLORIDA
NOVEMBER 2019

Since 1919
RUBBER CONCRETE & SAND PIT TO REMAIN
GOAL POST TO REMAIN
DRAINAGE STRUCTURES AND PIPES CONTAINED IN DEMOLITION LIMITS TO REMAIN

NOTE:
CONTRACTOR TO PROTECT SYNTHETIC TRACK & EVENT AREAS AT ALL TIMES.
DETAIL 1 - DRAINAGE SECTION

- **SECTION OF INLINE DRAIN BASIN**
  - Synthetic Turf

- **SUB-DRAINAGE SLOTTED COLLECTOR PIPE**
  - Synthetic Turf

**NOTES:**
1. DETAIL REFLECTS THE SLOTTED LATERAL AT THE HIGH POINT OF UNDERDRAIN SYSTEM.
2. DETAIL REFLECTS THE SLOTTED LATERAL AT THE HIGH POINT OF UNDERDRAIN SYSTEM.
3. SHOP DRAWING SUBMISSION REQUIRED.
4. TRENCH WIDTH 2 X PIPE WIDTH.

**SPECIFICATIONS:**
1. **1" FINISHED TOPPING GRAVEL**
2. **5" DRAINAGE GRAVEL MATERIAL**
3. **SOLID DUCTILE IRON COVER. RIM ELEVATION 7" INCHES BELOW FINISHED GRADE.**
4. **SUITABLE MATERIAL COMPACTED TO 95%**
5. **IN-LINE DRAIN BASIN NYLOPLAST OR EQUAL SIZE AND ELEVATION SEE PLAN FOR COLLECTOR 24" BASIN - TYP.**
6. **ADS N-12 SMOOTH WALL PERFORATED COLLECTOR PIPE SLOPED @ 0.5% - (NO SOCK)**
7. **SUB-DRAINAGE LATERAL SLOPED @ 0.5% - (NO SOCK)**
8. **GEOTEXTILE FILTER FABRIC**
9. **95% COMPACTED SUBGRADE 4" MIN.**
10. **INFILTRATION RATE SHALL BE NO LESS THAN 50" IN/HR.**
11. **INFILTRATION RATE SHALL BE NO LESS THAN 150" IN/HR.**
12. **FINISHING TOPPING AND DRAINAGE GRAVEL MATERIAL MUST BE APPROVED PRIOR TO ANY PLACEMENT ON THE PLAYING FIELDS.**
13. **12" ADS N-12 SLOTTED SUB-DRAINAGE LATERAL SLOPED @ 0.5% - (NO SOCK)**
14. **CRUSHED GRANITE GEOTEXTILE FILTER FABRIC MRF114N OR APPROVED EQUAL**
15. **30X4 FT OR COMPOSITE NAILER SECURED TO CURB WITH 3X8"X4" ANCHORS, INSTALL ANCHORS 2" FROM BOARD ENDS AND MAX 24" O.C. (BY TURF CONTRACTOR)**
16. **NEW 6" X 16" CONC. CURB W/ REBAR (BY OTHERS)**
17. **SHOP DRAWING SUBMITTAL AND APPROVAL MUST BE OBTAINED BY ENGINEER OF RECORD.**
18. **NOTES:**
   1. SHOP DRAWING SUBMITTAL AND APPROVAL MUST BE OBTAINED BY ENGINEER OF RECORD.
   2. SHOP DRAWING SUBMITTAL AND APPROVAL MUST BE OBTAINED BY ENGINEER OF RECORD.
   3. SHOP DRAWING SUBMISSION REQUIRED.

**SPECIFICATIONS:**
1. **1" FINISHED TOPPING GRAVEL**
2. **5" DRAINAGE GRAVEL MATERIAL**
3. **SOLID DUCTILE IRON COVER. RIM ELEVATION 7" INCHES BELOW FINISHED GRADE.**
4. **SUITABLE MATERIAL COMPACTED TO 95%**
5. **IN-LINE DRAIN BASIN NYLOPLAST OR EQUAL SIZE AND ELEVATION SEE PLAN FOR COLLECTOR 24" BASIN - TYP.**
6. **ADS N-12 SMOOTH WALL PERFORATED COLLECTOR PIPE SLOPED @ 0.5% - (NO SOCK)**
7. **SUB-DRAINAGE LATERAL SLOPED @ 0.5% - (NO SOCK)**
8. **GEOTEXTILE FILTER FABRIC**
9. **95% COMPACTED SUBGRADE 4" MIN.**
10. **INFILTRATION RATE SHALL BE NO LESS THAN 50" IN/HR.**
11. **INFILTRATION RATE SHALL BE NO LESS THAN 150" IN/HR.**
12. **FINISHING TOPPING AND DRAINAGE GRAVEL MATERIAL MUST BE APPROVED PRIOR TO ANY PLACEMENT ON THE PLAYING FIELDS.**
13. **12" ADS N-12 SLOTTED SUB-DRAINAGE LATERAL SLOPED @ 0.5% - (NO SOCK)**
14. **CRUSHED GRANITE GEOTEXTILE FILTER FABRIC MRF114N OR APPROVED EQUAL**
15. **30X4 FT OR COMPOSITE NAILER SECURED TO CURB WITH 3X8"X4" ANCHORS, INSTALL ANCHORS 2" FROM BOARD ENDS AND MAX 24" O.C. (BY TURF CONTRACTOR)**
16. **NEW 6" X 16" CONC. CURB W/ REBAR (BY OTHERS)**
17. **SHOP DRAWING SUBMITTAL AND APPROVAL MUST BE OBTAINED BY ENGINEER OF RECORD.**
18. **NOTES:**
   1. SHOP DRAWING SUBMITTAL AND APPROVAL MUST BE OBTAINED BY ENGINEER OF RECORD.
   2. SHOP DRAWING SUBMITTAL AND APPROVAL MUST BE OBTAINED BY ENGINEER OF RECORD.
   3. SHOP DRAWING SUBMISSION REQUIRED.